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OPTIONAL ACCESSORIES

Makita U.S.A., 14930 Northam St., La Mirada, CA 90638

18V LXT® Lithium-Ion Brushless Cordless Quick-Shift 
Mode™ 4-Speed Impact Driver Kit (5.0Ah)
Model XDT12T

n	 Quick-Shift Mode™ selector has an automatic electronic controller that 
downshifts and reduces rotation and impact speed prior to driving screw into 
place, and is engineered to minimize screw thread stripping, screw breakage 
and damage to work

n	 BL™ Brushless Motor delivers 3,600 Max RPM and 1,550 in.lbs. of Max Torque

n	 4-speed power selection switch (0-1,100/ 0-2,100/ 0-3,200/ 0-3,600 RPM & 
0-1,100/ 0-2,600/ 0-3,600/ 0-3,800 IPM) provides precise fastening control 
for a wide range of applications

n	 Efficient BL™ Brushless motor is electronically controlled to optimize battery 
energy use for up to 50% longer run time per charge

n	 The BL™ Brushless Motor eliminates carbon brushes, enabling the BL™ Motor 
to run cooler and more efficiently for longer life

n	 Features Extreme Protection Technology (XPT™) which is engineered to 
provide increased dust and water resistance in harsh job site conditions

n	 (2) 18V LXT® Lithium-Ion 5.0Ah Battery (BL1850B)

n	 18V Lithium-Ion Rapid Optimum Charger (DC18RC)

n	 Tool Case (824774-7)

n	 18V LXT® Lithium-Ion 6.0Ah Battery (BL1860B) 

n	 18V Lithium-Ion Dual Port Rapid Optimum Charger (DC18RD)

n	 18V Lithium-Ion 4-Port Charger (DC18SF)

Hex Shank  		  1/4"

No Load Speed (var. 4 spd.) 	 0 - 1,100 / 0 - 2,100 / 	

			   0 - 3,200 / 0 - 3,600 RPM 

Impacts Per Minute (var. 4 spd.)  	 0 - 1,100 / 0 - 2,600 / 	

			   0 - 3,600 / 0 - 3,800 IPM 

Maximum Torque (in.lbs./N•m)  	 1,550 in.lbs./175N•m

Battery  		  18V LXT® Lithium-Ion

Overall Length  		  4-5/8"

Net Weight (with battery)  	 3.3 lbs.

Shipping Weight 	  	 12 lbs.

UPC Code  		  088381-827478

Innovation and Industry-Leading Performance

DESIGN
Compact and ergonomic design
at only 4-5/8" long; weighs only 
3.3 lbs. with battery

EFFICIENCY
Tightening Mode (T-mode)
for faster tightening of 
self-drilling screws

INNOVATION
Assist Mode (A-mode) feature 
helps eliminate “screw cam-out” 
and “cross threading”

TECHNOLOGY
Quick-Shift Mode™ has an 
automatic controller that 
downshifts and reduces
rotation and impact speed

Also Available as a Bare Tool 
Model  XDT12Z


