18V LXT® LITHIUM-ION COMPACT BRUSHLESS CORDLESS 3-SPEED 1/2" SQ. DRIVE IMPACT WRENCH KIT (2.0Ah)

PRODUCT HIGHLIGHTS

POWER
BL™ Brushless Motor delivers 210 ft.lbs. of Max Torque and 295 ft.lbs. of Nut-Busting Torque

INNOVATION
Reverse rotation auto-stop mode stops rotation and impact when fastener is loosened adequately

CONTROL
3-speed power selection switch (0-1,600 / 0-2,100 / 0-2,800 RPM & 0-1,800 / 0-2,600 / 0-3,500 IPM)

COMPACT
Compact and ergonomic design at only 5-3/4" long

RELATED PRODUCTS
1. 18V X2 LXT® (36V) Brushless 7-1/4" Circular Saw (XSH06Z)
2. 18V X2 LXT® (36V) Brushless Rear Handle 7-1/4" Circular Saw (XSR01Z)
3. 18V LXT® Brushless 11/16" AVT® Rotary Hammer w/HEPA Dust Extractor, AWS™ Capable (XRH12ZW)
4. 18V LXT® / 12V max CXT® Lithium-Ion Rapid Optimum Charger (DC18RE)
5. 14 Pc. 1/2" Drive Deep Well Impact Socket Set (A-96372)

FEATURES
• BL™ Brushless Motor delivers 210 ft.lbs. of Max Torque and 295 ft.lbs. of Nut-Busting Torque
• Compact and ergonomic design at only 5-3/4" long
• 3-speed power selection switch (0-1,600 / 0-2,100 / 0-2,800 RPM & 0-1,800 / 0-2,600 / 0-3,500 IPM) for precise fastening control in a wide range of applications
• Reverse rotation auto-stop mode stops rotation and impact when fastener is loosened adequately
• Efficient BL™ Brushless Motor is electronically controlled to optimize battery energy use for up to 50% longer run time per charge
• The BL™ Brushless Motor eliminates carbon brushes, enabling the BL™ Motor to run cooler and more efficiently for longer life
• The electronically-controlled BL™ Brushless Motor efficiently uses energy to match torque and RPM to the changing demands of the application
• Extreme Protection Technology (XPT™) is engineered to provide improved dust and water resistance for operation in harsh conditions

SPECIFICATIONS

Battery............................................. 18V LXT® Compact Lithium-Ion
Power Type ........................................ Cordless
Square Drive ....................................... 1/2"
Speed power selection ......................... 3
No Load Speed (var. 3 spd.) 0 - 1,600 / 0 - 2,100 / 0 - 2,800 RPM
Impacts Per Minute (var. 3 spd.) ......... 0 - 1,800 / 0 - 2,600 / 0 - 3,500 IPM
Maximum Torque (ft.lbs./N.m) .................. 210 ft.lbs./280 N•m
Overall Length .................................... 5-3/4"
Net Weight (with battery)...................... 3.2 lbs.
Shipping Weight ................................. 6.92 lbs. (XWT11SR1)
Shipping Weight ................................. 3.06 lbs. (XWT11Z)
UPC Code ........................................... 088381-889681 (XWT11SR1)
UPC Code ........................................... 088381-831833 (XWT11Z)

STANDARD EQUIPMENT
• 18V LXT® Brushless 3-Speed 1/2” Impact Wrench (XWT11Z)
• 18V LXT® Lithium-Ion Compact 2.0Ah Battery (BL1820B)
• 18V LXT® Lithium-Ion Charger (DC18SD)
• Tool Bag

makitatools.com

All specifications subject to change without prior notice. All models and accessories subject to stock on hand. The Makita Teal Color is the trade dress of Makita Corporation and is protected under common law and registered with the U.S. Patent and Trademark Office.